
Thank you for purchasing our Currectlync® heavy duty steering stabilizer shock bracket for your Jeep JK Wrangler! Using basic hand tools, this bracket easily installs and includes the necessary 
hardware for reattaching your steering stabilizer shock after a steering upgrade.

Kit Includes
Basic SAE and Metric Hand Tools
Tape Measure
Torque Wrench

JK-9704SB Kit
(1)  JK-9703SB1..................Bracket
(1)  CE-95327A692............12mm-1.75 x 65mm Long Bolt
(2)  CE-91455A150............12mm Flat Washer
(1)  CE-90576A119............12mm-1.75 Nyloc Nut
(2)  CE-3043T632...............U-Bolt - 1 1/2” I.D.
(4)  CE-98233A300............3/8”-16 Serrated Flange Nut

Tools Required

Step 1
Remove the end of the steering stabilizer shock 
from it’s stud on the bracket on the factory tie 
rod.



Step 2
Assemble the new steering stabilizer bracket kit 
onto the tie rod as shown. Simply put the u-bolts 
around the tie rod, drop the bracket onto them, 
install the 4 u-bolt nuts and snug them up for 
now.
Fit the end of your stabilizer shock into the new 
bracket and install the new shock bolt from the 
back side of the bracket (nut on the front).
Adjust the location of the bracket to attain proper 
shock stroke per the Tech Tip below.

Stabilizer Shock Length Adjustment
With the new steering stablizer shock bracket 
installed onto the tie rod, but not tightened 
down, affi  x the end of the shock to the bracket. 
To adjust the shock properly, turn the wheels all 
the way to the right, to the lock, and hold them 
there. Completely compress the stabilizer shock, 
pull it back out 1/8” and then clamp the stabilizer 
shock bracket down onto the tie rod.

Step 3
Once proper adjustment is achieved, tighten the 
and torque the u-bolt nuts to 25 ft. lbs. with a 
9/16” socket to secure the bracket to the tie rod, 
and then torque the bolt attaching the shock to 
the bracket to 60 ft. lbs. with a 19mm wrench and 
socket.


