
1) RJ-441104-1........................Bracket (welded, powder coated)
1) RJ-501210-3..........5/8”-18 x 1 3/4” Long Grade 8 Hex Bolt
1) CE-98023A035..................................................5/8” Flat Washer
1) RJ-501102-1..........14mm-1.5 x 80mm Long Class 10.9 Bolt
1) RJ-501100-1.......12mm-1.75 x 75mm Long Class 10.9 Bolt
1) CE-91455A150................................................12mm Flat Washer
1) RJ-502104-1.................................12mm-1.75 Stover Lock Nut
1) CE-98093A624......10mm-1.5 x 30mm Long Class 10.9 Bolt
1) CE-90108A415....................................................3/8” Flat Washer
1) RJ-502105-1................................10mm-1.5 Flanged Lock Nut
1) RJ-441104-5............................................Laser Cut Washer Plate

RockJock’s Ram Assist Axle Bracket for factory JL/JT axle housings provides and easy, bolt-on solution for installing the axle side of your steering ram. Designed to be used in conjunction with 
our RJ-441001-101 or RJ-401000-101 Ram Assist Tie Rod Clamps to take the challenge out of installing a ram on your vehicle!

Kit Includes Tools Required
SAE & Metric Hand Tools
Torque Wrench

Torque Specs.
5/8”-18 Bolt...............................125 ft. lbs.
14mm-1.5 Bolt..........................125 ft. lbs.
12mm-1.75 Bolt.........................84 ft. lbs.
10mm-1.5 Bolt............................50 ft. lbs.

Laser Cut Washer
Installs on the front facing side of the new
bracket, under the heads of the 14mm
and 10mm bolts.

Note bracket install orientation and hardware location. Bolt the bracket 
in place with the 14mm (trac bar) and 12mm (sway bar tab) bolts and 
then use the bracket for a drill template for the 10mm bolt.


